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Engineering Efficiency
Automated packaging systems

End-of-line solutions

SERIE 15
Semi-automatic equipment designed for the upper and base sealing of boxes with adhesive
tape or gummed paper. It can be manually adjusted quickly and simply to work with different
box formats of reduced dimensions and weights. These machines can be relocated easily and
are ideal to carry light loads to a medium level of production.



CERRADORAS DE CAJAS SEMIAUTOMÁTICAS MONOFORMATO
SEMIAUTOMATIC MONOFORMAT CASE SEALERS

Pol. Ind. Montguit c/Llinars, 1
08480 L’Ametlla del Vallès (Barcelona, Spain)
Ph +34 93 840 10 22 Fax +34 93 849 34 45

MODEL

Sealing type

Maximum case
sizes (outter
sizes)

Minimum case
sizes (outter
sizes)

Belt Speed

TECHNICAL DATA
Weight

Dimensions

Drive belts

Belt height
Tape width
Working height

UTILITIES

Electrical power

Electrical consumption
Pneumatic pressure
Air consumption

OPTIONS
75 mm taping heads
38 mm taping heads

Onlybottom sealingversion

3 flap closing guide

Stainless steel

* DNC can customise these models according to your requirements. Please ask us.
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500mm
500mm

120mm
150mm
120mm
23m/min

153kg
1637mm
754mm
1400mm
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50mm
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500mm
500mm

120mm
110mm
120mm
23m/min

160kg
1713mm
854mm
1350mm

50mm
50mm

-
650mm
650 mm

150mm
110mm
115mm
23m/min

175 kg
1000mm
1015 mm
1320mm

50mm
50mm

-
650mm
650 mm

150mm
110mm
115mm
22m/min

290 kg
1825mm
1043 mm
2200mm

50mm
75mm

-
800mm
900mm

150mm
110mm
115mm
22m/min

190 kg
1000mm
1164mm
1711mm

50mm
75mm

-
1000mm
1000mm

150mm
110mm
115mm
22m/min

230 kg
1000mm
1364mm
1808mm

50mm
75mm

600/800 mm 520/750 mm 700/900 mm

230V II+T 230/400V III+T 230/400V
III+N+T

0,45 kW/h 0,40 kW/h 1 kW/h
NO 6 bar
NO 0,20 l/box
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BT15CS L15CS D17NC* D18NC* D19NC* PE17NC

Top &
Bottom Lateral


